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Foundation drawing
HVD 214/190 BS-RGV

Hensen
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11.12.2003
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On the part of the builder:
foundation according to
static calculation 4" supply conduit (schedule 40) with

wide sweep fittings including pull
string to control box location conduit
hole 21" from finished floor

Installation of switch board close to the lifts;
if lifts are used as wash lifts the switch
board should be sufficiently away from the
"wet zone" or in annother room.

The frames are concreted after installation
with concrete (C 26 / EN V 206; min concrete
strenght 4000 psi reinforced) !

All measurments in inch

Alterations reserved.

100
range of movement

160min.

Resistant and well
visible guiding line

Location according
vehicle type

Attention:

in case "icosit" coating is damaged
repair it locally before mounting !

On the part of the builder
a compressed-air supply 3/8"
has to be installed in the area
of the electric control board !
air demand: 2.5 cu ft/min; 30 psi
(dry and clean)
(each ram(

59

21

drive on direction

Plan view on raw
foundation withaout
frames

75stroke

Not released for construction !

160min. 100
range of movement

4" supply conduit (schedule 40) with
wide sweep fittings including pull
string to control box location conduit
hole 21" from finished floor

21

5936

36

F = 35500 lbs
M = 29000 ft lbs

             (foundation load each ram)260max. 260max.

19.722.431.5

1959 9 62 9 54 9 74 9 195 9

12 12

19.7

Form in this range should be rough in
order to guarantee a perfect composite
action with local concrete. If necessary
prepaint with adhesive coating

60
min.

77.827
1927

27 77.8

56.7

load introduction
into the foundation

193
rest position

227
rest position

11.6

16.1
2.7
7.2

Contact plates with anchor or
holes - have to be provided in
the foundation

Contact plates with anchor or
holes - have to be provided in
the foundation

19.7

19

Contact plates with anchor or
holes - have to be provided in
the foundation (min. 4 x 4 x 0,5)
on the part of the builder

max. 37.9
min. 12.9


